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7 Information in accordance with Annex VI, Part A of the EU
Battery Regulation 2023/1542
Manufacturer information
Battery Manufacturer Address Contact
CR2450HR Maxell, Ltd. (En- 5, Takumidai, Ono-shi, Hyogo www2.maxell.co.jp
ergy Division) 675-1322, Japan
CR2450B  Panasonic Energy 1-1 Matsushita-cho, Moriguchi WWW.panasonic.com/energy
Co., Ltd. City, Osaka, 570-8511, Japan
Battery category & identification
Both batteries:
+ Category: Device Battery (Button Cell / Coin Cell)
+ Type: Heat Resistant Coin Type Lithium Manganese Dioxide Battery
* Chemical System: Lithium-Manganese Dioxide (Li-MnQO,), Primary, non-rechargeable
* Nominal Voltage: 3.0 V
Battery Model Designation Article Number Dimensions
Maxell CR2450HR CON X / CR2450HR AAA2215190000 @ 24.5 mm x 5.0 mm (max.)
Panasonic CR2450B AAA2215190000 @ 24.5 mm x 5.0 mm (max.)
Production information
Battery Place of Manufacture
Maxell Ono-shi, Hyogo, Japan
Panasonic Bekasi, West Java, Indonesia
Production date
See the label on the battery for the date of manufacture.
Technical data
Parameter Maxell CR2450HR Panasonic CR2450B
Weight 6.89 6.29g
Nominal Capacity 550 mAh 560 mAh
Lithium Content 0.15¢g 0.18¢g
Operating Temperature  -40°C ... +125°C -40°C ... +105°C
Chemical composition
Component CAS No. Maxell Panasonic
Steel 7439-89-6, 7440-47-3 40 - 55 % 30-85%
Manganese dioxid (MnQO,) 1313-13-9 25-35% 12-50 %
Propylene carbonat (C,Hs0;) 108-32-7 3-6% 25-7%
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Component CAS No. Maxell Panasonic
1,2-Dimethoxyethan (C,H,,0,) 110-71-4 2-5% 1.5-35%
Lithium / Lithium alloy (Li) 7439-93-2 1-4% 05-6%
Graphite (C) 7782-42-5 1-4% -
Polyphenylen sulfide (PPS) 9016-75-5 2-6% -
Polypropylene (PP) 9003-07-0 - 05-10%
Lithium perchlorate (LiCIO,) 7791-03-9 01-1% 0.2-0.7%
1,3-Propane sultone 1120-71-4 01-1% -

Critical raw materials (> 0.1% by mass)
In accordance with Regulation (EU) 2024/1252:

Critical Raw Materials = Maxell CR2450HR Panasonic CR2450B
Mangane (from MnO,) 16-22% 8-32%

Lithium 1-4% 05-6%

Natural graphite 1-4% -

Safety Instructions

A Risks associated with improper handling:
Fire/explosion hazard when heated above 100°C.
Swallowing may be fatal (corrosive injuries within 2 hours).
Leakage may irritate skin/eyes.
Safety Measures:
DANGER + Keep away from children

+ Do not heat, puncture, or throw into fire

BA00.1391.20 100 GO0O - Version 4 - 2026-03

» Do not short-circuit
* Do not recharge

* Do not open

Firefighting:

- Alcohol-resistant foam, dry sand, CO,, use respiratory protection
Disposal & Recycling

£ Do not dispose of in household waste!

Separate collection required under EU Battery Regulation.
Free return at collection points or retailers.
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